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o use. Easily connected to drums via a quick 2" conectar al barril mediante conexién rdpida ANA NHAMBYAYabHOrO Nosib3oBaHws. MpocTo
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Fitted with a telescopic suction tube for direct  Equipado con tubo telescdpico de succidn .
connection to fuel drums and nozzle housing para conexidn directa sobre un barril y porta Onu ocHawatoTca ?n?CKOHMqECKOM
located above the drum, near the pump, for pistola de fécil acceso que mantiene el BCackIBaloLEN Tpyoon ANIA HEMOCPEACTBEHHOTO
L ; ot . COeAMHeHUs ¢ GOUKOM 1 rHe3[0M Ans
easy, clean operations. proceso de trasiego limpio y cdmodo. .
. nUcToNeTa y Hacoca Hag GOYKOM, YTO yrpoLaet
L
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" Fitted with mechanical meters to ensure Dispone de un medidor mecdnico que permite pacnp
o) . . . . . . . n36exaTb 3arpsisHeHus.
precise dispensing and control of single user efectuar suministros precisos y administrar el
consumption. consumo de los distintos usuarios. OHY OCHALLEHbI MEXAHUYECKIMMA CYETUNKAMI
NIMTPOB, KOTOPble 06eCMeUNBaIOT TOUHYIO NofJavy
1 MO3BOJIAKOT KOHTPONIMPOBATL NOTPe6IeHNe
OTAeNbHbIX NOMb30BaTeneil.
PERFORMANCE
- Flow rate up to 80 I/min - Caudal hasta 80 I/min - Pacxop o 80 n/muiH
- AC and DC versions available - Disponible en versién CA y CC - MpepnnaratoTtca MofieNnn C NTaHvem ot
- Noise level below 75 dB - Nivel de ruido inferior a 75 dB MCTOYHMKa NePEMEHHOTO U MOCTOAHHOTO TOKa
- Accuracy: +/- 1% - Precisidn: +/- 1% - YposeHb Lyma Huxe 75 AB
- MNorpewHocTb n3mepenua: +/- 1%
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e)plV[ey SRYANE]=) WEIGHT AND PACKAGING

Code Weight Packaging

without meter kg Ibs mm inch pcs/box
000271P00 135 29.8 480x370x265  18,3x14,6x10,4 1
000273P00 144 317 480x370x265  18,3x14,6x10,4 1
F0022201A 20.7 456  480x370x265  18,3x14,6x10,4 1
F0022202A 20.7 456  480x370x265  18,3x14,6x10,4 1
F0022203A 216 47.6  480x370x265  18,3x14,6x10,4 1
F0022204A 216 47.6  480x370x265  18,3x14,6x10,4 1
000270000 18.4 40.6  480x370x265  18,3x14,6x10,4 1
F0026100D 144 317 480x370x265  18,3x14,6x10,4 1
F00268000 169 3561  480x370x265  18,3x14,6x10,4 1
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EQUIPMENTS

FEATURES AVAILABLE WITH

q AC pump AC pump DC pump DC pump
G HEEHD m Panther 56 Viscomat 70 - 200 Bipump Viscomat DC

Electric cables length
6 m with clamps

2{e]plV[eq SRVNN[€]=) TECHNICAL DATA

Code Code
without meter with meter

Fluids Flow-rate Voltage Meter Nozzle Inlet Hose

Description type |/min gpm ACV./Hz  Power Amp. mod. type BSP length

DC Volt Watt max.

FLUID
- FILTERING ACCESSORIES MONITORING

000271P00 000272P00 DRUM Panther 56 D] 56 15 230/50 350 3 K33 M 3/4” 4m
000273P00 000274P00 DRUM Panther 56 A6O D] 56 15 230/50 350 3 K33 A 3/4” 4m
F0022201A F0022205A DRUM BI-Pump 12 V. D] 80 21 12v 530 44 K33 M 1" 4m
F0022202A F0022206A DRUM BI-Pump 24 V. D] 80 21 24V 540 22,5 K33 A 1" 4m
F0022203A F0022207A DRUM BI-Pump 12 V. A120 D] 80 21 12v 530 44 K33 A 1” 4m
F0022204A F0022208A DRUM BI-Pump 24 V. A120 D] 80 21 24V 540 22,5 K33 M 17 4m
000270000 000270010 DRUM Viscomat 70 M. 28 7 230/50 950 4,6 K33 M 1” 4m
F0026100D - DRUM Viscomat 200/2 M. 9 2 230/50 800 3,8 K33  Easyoil 1” 4m
F00268000 - DRUM Viscomat DC 12V 4 1 12v 220 18,5 K33  Easyoll 3/4” 4m
- F0034111C DRUM Panther DC 24/12V D] 70/35 18/9  24/12V 600200 25/16 K33 A 1" 4m

The units can also be supplied for operating under different voltages and without meter.




